Much-More Racing — CTX-D Discharger & Personal Matc  her

The next generation of discharger for serious R/C d  rivers.
State of the art microprocessor based discharger system
Developed by Much-More's team of R&D, factory team drivers and world champions including Atsushi Hara,
Marc Rheinard and Surikarn Chaidajsuriya.
Designed for Sub-C size rechargeable batteries (for RC use)
5A Linear discharge, adjustable cut-off
30A pulse discharge gives discharged time (run time) and internal resistance (IR)
Select your best cells before a race, view data of each cell's runtime, average voltage, and internal resistance
Allows racers to re-match used packs without disassembly.
Can discharge 1, 3, 4 or 6 individual cells or 3, 4, 6 cells packs.
White backlit LCD with 16 x 2 characters
New large head terminal screws with o rings
IC controlled dual cooling fans
External port for PC connection (optional cable - coming soon)
Last data memory
Zero-V tray discharge
40 mins complete discharge for fully charged 6 cell pack (approx. time for 3800 pack at 30A pulse)
Capable to dead short batteries for lower internal resistance - mostly beneficial to stock or 19T classes
Dead short mode (discharges to set cutoff, then dead-shorts for set period of time up to 24hrs)
Black colour, 4 rubber feet and smart design
Recommended power supply (not included): #MM-CTXP3 - CTX-P Power Master Worlds Edition 2 - 24A

Specifications:
Dimensions - 196x104x62mm
Weight - 505¢g
Number of cells - 1, 3, 4, 6
Discharge Current - 5A / 30A pulse
Cut-off voltage - 0.0 (dead short) - 1.20V (adjustable)
Input voltage - 10.0 to 16.0V
Discharging capability - 0 to 9990mAh
Discharging Modes - Linear 5A, Dead Short, Pulse 30A
Keys - 4
Cooling Fans - IC Controlled dual fans

#MM-CTXD - CTX-D Discharger & Personal Matcher - RR P £149

Please see www.much-more.co.uk for further information.
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